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Switch 5 ports & 4 ports PoE
Switch 9 ports & 8 ports PoE
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Home workstation
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Communication network: installation and connection
of the PoE switch in the communication cabinet

Réseau de communication : installation et raccordement du

switch PoE dans le coffret de communication.
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g;ﬁ;fea[n%igliggg Iz\ic,wt%hrt:(():%mmuni uent entre eux ports. Les ports de 1 a 8 du ROHISWP9I2 peuvent communiquer avec le port 9 mais pas avec les autres ports. Vous
Default  VLAN p a : Default - VLAN 1 vez activer ce mode pour réguler les rafales de paquets de diffusion Et isoler la diffusion du DHCP.
Tous les ports de votre switch supportent la fonction automatique MDI/MDIX qui indique que I'usage d’un cordon droit ou croisé est acceptable pour raccorder des périphériques internet.
Tous les ports de votre switch sont affectés d’une certaine puissance électrique qui protége le switch des surcharges électriques. Cette puissance diminue quand le nombre de ports augmente. Quand le total de la puissance demandée
par les périphériques PoE dépasse 58 W pour le ROH5SWP57 ou 92 W pour le ROHISWPI2, le switch commence a répartir la puissance du port avec la plus faible demande jusqu’a la demande totale qui n’excédera pas 58 W / 92W.
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. ) In this mode, ports 1 to 4 of the ROH5SWP57 can communicate with port 5 but not with other ports. Ports 1 to 8 of
DefauLAN cDng?rlélar:?coa?tz (\j\]/cittr? Z:é)hE (?t\a’gfh. In this mode al ports the ROHISWP9I2 can communicate with port 9 but not with other ports. You can enable this mode to regulate the
: Default  VLAN - hroadcast packet bursts and isolate the DHCP broadcast.
All ports on your switch support the automatic MDI/MDIX feature, which indicates that the use of a straight-through or crossover cord is acceptable for connecting Internet devices.
All ports of your switch are assigned a certain amount of power to protect the switch from power overloads. This power decreases when the number of ports increases. When the total power demand
of the PoE devices exceeds 58W for the ROHSSWP57 or 92W for the ROHISWPI2, the switch starts to distribute the power of the port with the lowest demand until the total demand does not exceed 58W / 92W.
Switch 5 ports Gigabit L FSTSE ST Switch 9 ports Gigabit [ B
__ — ® - QQDDEEEEE ©
4 ports PoE ROHSSWP57 2 8 ports PoE ROHISWP92 =
& D PoE —
(i) GO PoE # 0% IEEE 802.3af (D—:_“L)G Ik PoE i A EE 2% (j?:) = PoE 1 9 IEEE 802.3af = JF PoE i O EE B R%
== 1 IEEE 802.3at #R A AR 2f e 2 g ) == 1 IEEE 802.3at #R A AR 2f e 2 e )
o AZ 45 M4 ER 3 &k —_— T &4 25 [
! m ?ET/\%/E%HT-%;EJ%Z*E ! H ?iEL\EE/E'_\%Df%EHJﬁ?E
i 1% B =) it M PoE R & A BE AR EHA Power .
BT 77 5 sk e s F BB FF SRR IR S LB TR F

s

3
Ll

'Eﬂ\ E\P%\

O

Al \$ 2 - _‘g_u.u I:] El, =3 P E S IE -(i) iﬁ"ﬁ D EE?"Z Power
OB g 1) O B3R POE 15 & R IE 5t % - —
bE1 | [ Po1 |
iRm0 '(: 985 LB S IRET, -2 S RE S O 15 5 1L IR,
L @ Gt I E ek @ I Eth I EE E ek
[ Pot] [ PoE1 |
POE Z#a# BRIAKET. FRRA T, ROHSSWPS7 3 M 1 = 4 (XA 53k H 5 @i
Default Default VLAN R9HISWP92 i1 1 ZE 8 (XA 5ik O 9 i&@R.

VIAN iR T, FREm O HAEER

ALl s AR AASE T AR B 2R & kR DHCP | #&.

Fr B 32313 M 932 45 B 5 MDI/MDIX Thig
AT B O &SR T —ERTNE, BT IESEH R IEN . ik

BRI XA AT ERERKNIRE
A E I M G 2R E.

% PoE B & KRB INEF KiBd ROHSSWP57 {9 58W 3¢ ROHOSWPI2 §] 92W B, AT him O S EEE RN SEINE, EZE SR K@ 58W / 92W

Schneider Electric Industries
35, rue Joseph Monier

]
)7 &

https://www.go2se.com/ref=R9H5SWP57

www.schneider-electric.com

92500 Rueil-Malmaison, France

SAS

Life Is On

Schpeider



