


Wire the thermostat

Mounting the thermostat and covers
1 Install the thermostat in a flush-mounted box.

2 Press the frame on the insert until it audibly clicks into place.

Individual di splay elements
The following symbols are shown on the display, depending on your selections and the 
navigation level:

A External switch/external 
time control (TR) or 
"PilotWire"

B Heat load/valve drives

C Floor sensor

Displays and operating elements

A Display 

B Selection key

C Cursor

D Navigation keys
• Press briefly: 

change in steps

• Press and hold: 
change continuously

Heating mode selection  / default A B C D

A Auto mode
Weekly program that is currently set

B Comfort mode / +21 °C

C Eco mode / +19 °C

D Frost protection mode / +7 °C

Symbol for manual mode (with hand): setting was 
selected manually.

Symbol for external temperature reduction (arrow): 
temperature is set via TR input.

Basic settings 1/4  / default A B C D

A Date and time / 01.01.2015, 12:00

B Frost protection mode (+5 °C to +21 °C) and eco 
mode (+5 °C to +50 °C) setpoints

C "Pre-programmed weekly programs" menu

D Display brightness (15% to 100%) / 30% 
Brightness during standard display
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"Pre-programmed weekly programs" selection

A Freely adjustable weekly programmable

B Work

C Family 

D Weekend house

Basic settings 2/4  / default A B C D

A "Room temperature range" menu (PIN lock)

B "Floor temperature range" menu (PIN lock)

C "Calibrate sensor" menu (PIN lock)

D “Operating modes” menu (PIN lock)
Red dot on the sensor position indicates the oper-
ating mode that is currently selected (here: dual).

“Temperature” settings

A Minimum and maximum room temperature 
(+5 °C, +35 °C) / +5 °C, +30 °C

B Minimum and maximum floor temperature 
(+5 °C, +50 °C) / +5 °C, +40 °C

C Calibrate room air sensor (-3 °C to +3 °C) and 
floor sensor (-9 °C to +9 °C)

“Operating modes” selection 

A Room air
Only internal temperature sensor active

B Floor
Only floor sensor active

C Dual
Temperature and floor sensors active

D PWM
Pulse width modulator: the heating switches 
on and off at regular intervals.

Basic settings 3/4 / default A B C D

A Floor sensor type (PIN lock)
Resistance of built-in sensor in ohms at 25 °C: 2 k, 
10 k, 12 k, 15 k, 33 k, 47 k

B Valve protection
green: activated, white: deactivated

C Relay output (PIN lock)
Normally open contact (NO=green),
Normally closed contact (NC=green)

D Summer/winter time (CEST)
green: activated, white: deactivated

Basic settings 4/4  / default A B

A Energy efficiency interval
Period for energy efficiency calculation in days / 
1 d, 7 d, 30 d

B Exit basic settings

Basic settings for operation A B C

A PIN lock
Settings require PIN entry (PIN: 5) 
Applies until you exit basic settings

B Checkbox selected

C Checkbox deselected

Faults A B C

A Internal overheating in thermostat 
(> +85 °C)

B Room temperature sensor not detected.

C Floor temperature sensor not detected.

All "faults" symbols are yellow.
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